Abstract: RC beams shear strengthened with FRP fully wrapped around the member usually fail due to rupture of FRP, commonly preceded by gradual debonding of the FRP from the beam sides. To gain a better understanding of the shear resistance mechanism of such beams, particularly the interaction between the FRP, concrete and internal steel stirrups, nine beams were tested in the present study: three as control specimens, three with bonded FRP full wraps, and three with FRP full wraps left unbonded to the beam sides. The use of unbonded wraps was aimed at a reliable estimation of the FRP contribution to shear resistance of the beam and how bonding affects this contribution. The test results show that the bonded and unbonded FRP wraps have nearly the same shear strength contribution, and that their strain distributions along the critical shear crack are both close to parabolic at the ultimate state. FRP rupture of the strengthened beams occurred at a value of maximum FRP strain considerably lower than the rupture strain found from tensile tests of flat coupons, which may be attributed to the effects of the dynamic debonding process and deformation of the FRP wraps due to the relative movements between the two sides of the critical shear crack. Test results also suggest that while the internal steel stirrups are fully utilized at beam shear failure by FRP rupture, the contribution of the concrete to the shear capacity may be adversely affected at high values of tensile strain in FRP wraps.
INTRODUCTION
The technique of shear strengthening of reinforced concrete (RC) beams with FRP has been well established through many experimental studies (Teng et al. 2002) . Simple and rational analytical models have also been proposed for use in design (e.g. Chen and Teng 2003a, b) . However, significant work remains, in particular to quantify the interaction between the concrete, steel stirrups and FRP in contributing to the shear strength (Cao et al. 2005; Chen et al. 2006; Mohamed Ali et al. 2006) .
Three forms of shear strengthening are common: full wraps, U-jackets, or side strips. The term 'strips' is used herein as a generic term and can refer to either precured or wet lay-up FRP strengthening systems. Experiments have shown that nearly all fully wrapped beams fail by tensile rupture of FRP, and most U-jacketed beams fail by FRP debonding (Chen and Teng 2003b) . By contrast, almost all beams strengthened using side strips fail by FRP debonding (Chen and Teng 2003a) . Even in the FRP rupture failure mode, significant debonding of the FRP from the beam sides generally precedes failure. The FRP debonding failure mode may be taken as either an ultimate limit state or a severability limit state (Cao et al. 2005) , but fully wrapped beams can possess significant residual load and deflection capacities following initial debonding of the most highly stressed FRP strip.
The brittle nature of the FRP debonding or rupture failure mode may lead to a system where the yield strength of the internal steel stirrups is not realized prior to failure. This goes contrary to the methodology espoused in existing design models, where the concrete and internal steel contributions to shear strength are evaluated using provisions in existing design codes (e.g. Chaallal et al. 1998; Khalifa et al. 1998; Triantafillou 1998; Triantafillou and Antonopoulos 2000; Taljsten 2003; Chen and Teng 2003a, b) . Mohamed Ali et al. (2006) developed a model to study the interaction between the FRP and the internal steel which assumes a linearly descending bond-slip relationship for the FRP-concrete interface. The model also assumes that there exists no bond between the internal steel stirrups and the concrete, a simplification which leads to inaccurate results when the stirrups are deformed bars (Chen et al. 2006) . A recent numerical study has shown that for beams strengthened using either fully wrapped or U-jacketed configurations, the steel stirrups normally achieve yielding prior to FRP failure (Chen et al. 2006) .
The strains in the external FRP reinforcement are closely related to the width of the critical shear crack (Chen and Teng 2003b) . As a result, for large beams the activation of the FRP system occurs only with the development of a wide shear crack (Denton et al. 2004) . Since the development of such a crack is likely to lead to the loss of aggregate interlock along the critical shear crack, the contribution of the concrete to the shear strength of the FRP strengthened member could be substantially reduced below code specified values (Cao et al. 2005) . However, for beams shear strengthened with FRP, the interaction between the concrete, internal steel and FRP contributions to shear strength has not been experimentally verified (Cao et al. 2005) . This is a result of the difficulties in independently measuring the contributions of the concrete, steel stirrups, and FRP to the shear capacity. One of these difficulties is assessing the strain distribution in the FRP strips along the critical shear crack as the beam approaches failure, mainly due to the complex nature of the debonding process.
For FRP wrapped beams, the FRP strips intersected by the critical shear crack achieve almost complete debonding from the beam sides before failure of the beam (Chen and Teng 2003b; Cao et al. 2005) . Therefore, for research purposes, it is of interest to install FRP strips intentionally left unbonded from the beam sides. If the difference in shear contribution between bonded and unbonded strips is found to be negligible at high load levels, the FRP contribution to shear strength can be well isolated at the ultimate state.
Intentionally unbonded sides can also provide insight into the mechanism of FRP rupture for wrapped beams. Rounding of beam corners can reduce stress concentrations there, but the effect of curvature due to the corners may still cause the FRP rupture strain to fall considerably below that from flat coupon tests (Cao et al. 2005) . Away from the corners and near the location of the critical shear crack, out-of-plane bending and in-plane transverse bending deformation of the strips as a result of sliding movements between the two sides of the critical shear crack may also result in a reduction in strength. Chen and Teng (2003b) proposed a reduction factor of 0.8 for considering these effects, but this reduction factor needs further support of experimental evidence. This paper presents the results of an experimental study to determine the interaction between the FRP, concrete and internal steel stirrups of an FRP strengthened beam in resisting shear. Focusing on the FRP rupture failure mode for wrapped members, an experimental program was designed using specimens with FRP either fully bonded or unbonded to the sides of the beam. Several conclusions can be drawn from the study, including that the contribution of the concrete to the shear strength of the system is reduced at high values of FRP strain, and that the FRP rupture strain used in design should be reduced to account for the effects of curvature at the corners and in-plane sliding deformations along the critical shear crack.
TEST PROGRAM

Specimen design
Nine simply supported beams were tested under three-point bending. The beams were 1.5 m long, 150 mm wide and 300 mm deep, with an effective depth of 260 mm (Fig. 1) . To avoid flexural failure, they were all reinforced with three 25 mm diameter tension bars and two 25 mm diameter compression bars. Only the shorter shear span was designed as the test span for each specimen. The longer non-test span was shear reinforced with 6 or 8 mm diameter internal steel stirrups at 50 mm center to center spacing. In the test span, specimens CTL-00, UBF-00, UBF-00 were not shear reinforced, specimens CTL-R6, UBF-R6, BDF-R6 were shear reinforced with 6 mm steel stirrups, and specimens CTL-R8, UBF-R8, BDF-R8 with 8 mm steel stirrups both at a center to center spacing of 125 mm.
Of the 9 specimens, 3 beams (series CTL) were tested as unstrengthened control beams and the other 6 beams (series UBF and BDF) as strengthened beams. The UBF and BDF beams were all strengthened by complete wrapping of CFRP strips with the same width (w frp ), thickness (t frp ) and center to center spacing (s frp ) within the test shear spans. The BDF series differs from the UBF series only in that the FRP wraps were bonded around the beam by epoxy resin in the former but were left un-bonded on the two sides of the beam in the latter (i.e. bonded only to the compression and tension faces and the corners). To prevent premature rupture of the CFRP strips, the beam corners in both series UBF and BDF were rounded with a radius of 25mm. All specimens were designed to have the same concrete strength and the same dimensions. Table 1 shows details of each specimen.
Test setup and procedure
The RC beams were cured for at least 28 days before being strengthened by wrapping wet lay-up FRP strips. For the UBF beams, a thin plastic film was used on the sides during installation to prevent bonding. The FRP strips were left for curing for at least two days before strain gauges were bonded at three locations over the beam height (referred to as the upper, middle and lower gauges). The positions of the FRP strips, steel stirrups and strain gauges are shown in Fig. 2 . Each specimen was cured for an additional one week prior to testing. All specimens were tested at a loading rate between 2 to 5 kN per minute.
Material tests
Three concrete cubes for each beam specimen were tested at the time when the beam specimen was tested. The average concrete cube compressive strength for each beam specimen is listed in Table 2 . Also provided in Table 2 is the yield strength of the steel stirrups of each beam. The concrete compressive strength varies between the specimens though the mix design was the same. This difference was accounted for in the interpretation of the test results using a procedure given in Chen and Teng (2003b) . Flat tensile coupon tests of the FRP material showed little variation between different specimens. The material behaved in a linear-elastic fashion with average values for elastic modulus, ultimate tensile strength and ultimate rupture strain of 26.6 GPa, 3970 MPa, and 15000 με respectively.
Failure process
The CTL series showed typical shear failures. Cracking started with the appearance of several fine flexural cracks in the maximum moment region, followed by a stage during which diagonal cracks appeared and propagated in the test span. When the load continued to increase, one of the diagonal cracks was widened into a critical diagonal crack, signifying the occurrence of shear failure. The shear force versus the loading point displacement curves (Fig. 3) indicate that the failure was brittle but some ductility existed because of the dowel action of the tensile reinforcement crossing the diagonal crack and steel stirrups in the case of beams CTL-R6 and CTL-R8. Beam CTL-R8 failed by concrete crushing near the loading point, so its failure was more brittle than beams CTL-00 and CTL-R6 (Fig. 3) .
For the beams in series UBF and BDF, the failure modes are listed in Table 1 . In each case the FRP wraps increased the load capacity, but generally decreased the ductility of the strengthened beam except for beams UBF-R8 and BDF-R8. Both beam CTL-R8 and beam UBF-R8 failed by concrete compression near the loading point, so their failure appears to be slightly more brittle than the other beams. Compared to the UBF beams, the BDF beams showed more ductility as FRP debonding before rupture resulted in less brittle post-peak behavior, as can be seen from Fig. 3 .
FRP STRAIN DEVELOPMENT
For all the strengthened beams, the strains in the FRP strips remained nearly zero before shear cracking in the test span, after which the strains noticeably increased (Fig. 4) . After shear cracking, some significant differences exist between the UBF and the BDF beams (Fig.  4) . For the UBF beams, the strain in many of the FRP strips increased gradually after shear cracking, whereas for the BDF beams more complex behavior occurred. First of all, the strains in only some locations of the FRP strips which were intersected by a crack showed obvious increases. Once FRP debonding propagated to positions away from the crack, the FRP strains at these locations would suddenly increase to a value nearly the same as that of the cracked position. The locations of the cracks at the ultimate state of representative beams of the UBF and BDF series are shown in Fig. 5 . In Fig. 4 the influence of the steel stirrups is also apparent, with the FRP strains for the beams with no transverse steel increasing much more rapidly than those with steel stirrups after shear cracking. This is because the steel stirrups resist part of the shear force and restrain the opening of the shear cracks.
Another difference is that the maximum measured FRP strains in the UBF beams are generally larger than those in the corresponding BDF beams. Compared to the FRP rupture strain of 15000 με, the maximum FRP strains recorded (Table 3) are substantially lower. For the UBF beams, the average maximum strain is 11% less than that of the tensile tests. It should be noted that as the critical shear crack was inclined to the FRP strips, the opening-up and sliding movements of the two sides of the critical shear crack is expected to have exerted in-plane transverse bending action on the FRP strips, leading to transverse bending and out-of-plane bending deformation of the thin FRP strips. This phenomenon may be the cause for the reduction in the rupture strain of the FRP. For the BDF beams, the average maximum strain is 29% less. These results indicate that the debonding process between the FRP and concrete can adversely affect the rupture strain of the FRP. It has been proposed in Cao et al. (2005) that transient local bending may exist during debonding. This, along with the dynamic effects of the debonding process, may account for the greater reduction in the maximum measured strain in the bonded FRP. Further research is necessary to test these propositions. Clearly, if the effect of debonding process on the measured tensile strain is eliminated through the use of FRP unbonded to the sides of the beam, the reduction factor proposed in Chen and Teng (2003b) of 0.8 to be applied to the rupture strain of the FRP is conservative based on the limited experimental results presented here.
STRAIN DISTRIBUTION IN AN FRP STRIP
To investigate the strain distribution in the FRP along the height of the beam, strains were measured at three different height levels (Fig. 2) . Figure 6 shows the strain distributions along the height of the beam at different values of applied shear force for beams UBF-R6 and BDF-R6. Due to the limited space, only one representative FRP strip from the UBF beams and one from the BDF beams are shown here, while the following discussions are based on the strain distribution information of all the FRP strips.
For the FRP strips of the UBF beams, the strains at the three height levels in the same FRP strip are nearly the same for nearly all load levels, which is the case regardless of the location of the FRP strip (Fig. 6a ). This result is reasonable noting the fact that for the UBF beams, FRP strips were unbonded to the beam sides and the FRP internal forces at the three locations are theoretically the same if secondary effects are ignored. The small differences between the three strain readings within each FRP strip are likely a combination of measurement errors (e.g. the direction of the strain gauge may be a little skewed from the vertical direction at some locations) and bending of the FRP strip due to the relative movements between the two sides of the shear crack.
In the BDF beams, the strain distribution along a strip is quite different (Fig. 6b ). Since at low load levels the FRP strain at the location of the critical shear crack is much larger than the strains away from the crack, the location of the critical shear crack can be identified in Fig. 6b to be close to the location of the highest strain value (the exact location could be identified if many more strain gauges were bonded on each strip). When debonding propagates, the values of strains away from the shear crack increase rapidly, and the strain values in the debonded location become nearly the same (Fig. 6d) . FRP rupture failure follows after an FRP strip has fully debonded over the height of the beam (Fig. 6d) .
STRAIN DISTRIBUTION IN FRP ALONG THE LONGITUDINAL AXIS
The strain distribution in the FRP along the longitudinal axis of the test span for different values of applied shear force is examined in Fig. 7 . Due to limited space, only the distributions of beams UBF-R6 and BDF-R6 are shown, while the following discussion is based on the information from all of the beams.
In the UBF beams, there is little variation among the strain values at the three height levels within one FRP strip, so the strain distribution along the longitudinal axis is nearly the same for the three height levels. A representative plot is shown in Fig. 7a . Before cracking the strain values are rather small and not shown in the figure. After cracking, the unbonded FRP strips have a quasi parabolic strain distribution along the longitudinal axis, with the highest value around the middle, and nearly zero values at the two ends of the test span. This is because the FRP strips near both ends are not normally intersected by any shear crack.
For the BDF beams, the strain distributions are slightly different. At low load levels (but after cracking), there exist large variations in strain along the longitudinal axis, with strain values at the crack positions being the highest. After debonding of the FRP strips, the strain distribution changes to become nearly parabolic within part of the test span. Almost no strain was measured in the FRP strip close to the support at the upper strain gauge locations ( Fig.  7b ) and near the loading point at the lower gauge positions (Fig. 7d) because the FRP strips were not debonded at these locations. The debonding process damaged the strain gauges at several locations, so some of the strain values were not recorded for the ultimate state.
STRAIN DISTRIBUTION IN FRP ALONG THE CRITICAL SHEAR CRACK
The FRP contribution to the shear resistance of the beam is related to the product of the strain distribution factor and the maximum stress in the FRP as explained by Teng (2003a, 2003b) . The strain distribution factor D frp is defined as the ratio of the average strain of the FRP strips intersected by the critical shear crack within the effective height to the maximum FRP strain in the same FRP strips at the considered load level. For beams strengthened with discrete FRP strips, it can be expressed as the average strain in all FRP strips divided by the maximum strain: 
where ε frp,i is the strain in the i th FRP strip, n is the total number of FRP strips intersected by the critical shear crack, and ε max is the maximum strain in these FRP strips.
As in Chen and Teng (2003a, b) , the effective height of FRP is defined as the height from the centroid of the tension reinforcement to the top of the crack which is assumed to be 0.1d below the top face of the beam as shown in Fig. 8 . FRP strips outside this effective zone are excluded from the following analysis. For ease of reference, the intersection between the tensile reinforcement and the shear crack is referred to as the 'crack end' within the effective zone though the physical crack end is likely to be at the bottom of the beam. Similarly, the assumed top of the crack is referred to as the crack tip for the following analysis. The position of the actual crack tip changes as the load is increased, but the assumed crack tip is close to the actual position at both the debonding state and the ultimate state of FRP rupture.
FRP strain distributions along the critical shear crack for UBF and BDF beams are shown in Fig. 9 at the ultimate state. The strains are shown against the normalized horizontal distance from the crack tip, which represents the distance from the crack tip estimated from experimental measurements divided by the horizontal length of the critical shear crack. For the UBF beams, it is straightforward to find the strain values along the critical shear crack since the strain values in a single FRP strip are nearly the same along the height of the beam. For the BDF beams, the reading of the strain gauge at the location closest to the shear crack was used in the analysis, which is always the largest among the three recorded strain values within an FRP strip. The strain distribution obtained using this method is an approximation, since it is very likely that none of the three strain gauges was located close to the critical shear crack. To improve accuracy of the distribution, more strain gauges are needed, or pre-cracking (Cao et al. 2005 ) may be used to locate the position of the shear crack. Figure 9 shows that both the UBF and the BDF beams have a quasi-parabolic strain distribution along the critical shear crack, which is in line with the general assumption made by Chen and Teng (2003b) in their shear strength model for FRP rupture. It may be noted that Chen and Teng's proposed design value of D frp =0.5, corresponding to either a linear strain distribution with the largest strain at the crack end or a bilinear strain distribution with a zero strain at both the crack end and tip, represents the lower limit of practical values.
The maximum strain value appears nearly halfway along the horizontal distance of the critical shear crack for the beam with no stirrups (Fig. 9a) , and closer to the crack end for beams with weak stirrups (R6@125 mm) (Fig. 9b) . For beam UBF-R8 (Fig. 9c ) local concrete compression failure near the crack tip led to the increased values of FRP strain at this location. This indicates that the steel stirrups have a significant effect on the distribution of FRP strain along the critical shear crack for both the UBF beams and the BDF beams. Figure 9 also shows that the maximum FRP strains of the UBF beams are larger than those of the corresponding BDF beams as mentioned already (see also Table 3 ).
Another aspect worth noting is that for both the UBF and BDF beams, the strains in the FRP wraps are not zero at the crack tip of the critical shear crack, which is not in line with the assumption made by Chen and Teng (2003b) in their shear strength model for FRP rupture. This may be attributed to three factors: the secondary cracks around the location of the critical shear crack tip (Fig. 5) and the large horizontal compressive strains in the concrete near the crack tip which lead to significant vertical tensile strains there. It is also possible that the actual crack tip might be higher than the assumed position of 0.1d below the compression face. Neglecting these effects as in the method of Chen and Teng (2003b) is conservative in evaluating the shear contribution of the FRP wraps.
FRP CONTRIBUTION TO SHEAR RESISTANCE
The ultimate shear capacity of an RC beam strengthened with FRP (V u ) may be written as:
where V c , V s and V frp are, respectively, the shear contributions from the concrete, steel stirrups, and FRP. V frp was calculated using two different methods in this study. The first method is according to a procedure outlined in Chen and Teng (2003b) : 
where t frp is the thickness of FRP, w frp is the width of the FRP strips (perpendicular to fiber orientation), β is the angle of fibers in the FRP measured from the longitudinal axis of the beam, θ is the inclination angle of the critical shear crack with respect to the longitudinal axis, s frp is the spacing of the FRP strips measured along the beam longitudinal axis, and h frp,e is the effective height of the FRP on the sides of the beam as shown in Fig. 8 
To calculate the contribution of the FRP to the shear capacity of the strengthened beam, the strain distribution factor D frp must first be found. To minimize the effect of small fluctuations in the experimental data and for the purpose of generality, a parabolic function was adopted to represent the strain distribution by regression analysis of the discrete strain values. The fitted curves for beam sides A and B were averaged and used to determine the average and maximum strain values. They were then used to calculate the strain distribution factor D frp following Cao et al. (2005) . The fitted parabolic curves at the ultimate state are shown along with the raw data in Fig. 9 . The calculated strain distribution factors are listed in Table 3 . Also shown in Table 3 are the angles of the critical shear crack θ from experimental observations, which were used in Eq. 5 to calculate V frp.
The second method used to calculate V frp is the direct summation of the shear resistance of the FRP strips intersected by the critical diagonal crack. The maximum strain reading among the three in each FRP strip measured at the ultimate state of the strengthened beam was taken as the strain in each strip when performing this calculation. V frp determined using both methods are shown in Table 3 .
The combined experimental shear resistance of concrete and stirrups V c +V s was determined from the experimental results of the control beam. It was taken as the shear resistance of the control beam at the deflection corresponding to the ultimate load of the strengthened beam. The value of V c +V s was then modified to account for the small variations in concrete strength between the control beams and the corresponding strengthened beams following the procedure given in Chen and Teng (2003a) and the corrected results are listed in Table 3 . This exercise could not be completed for beams UBF-R8 and BDF-R8 because of the brittle failure of the control beam CTL-R8 due to local concrete compression failure.
Using the above two methods, the shear resistance of the section V u can be calculated using Eq. (2). For the four strengthened beams under examination which failed due to FRP rupture, the values of FRP contribution to the shear resistance found from method 1 are very slightly larger than the experimentally measured values with a maximum difference of 4.2% (Table  3) . The values from method 2 are in turn very slightly higher than those from method 1, and exceed the test values by up to 8.3%. These limited results indicate that both methods may be used to deduce reliable values of the FRP contribution to shear resistance in experimental investigations.
It is seen from Table 3 that the FRP contribution to shear resistance is larger in the UBF beams than in the BDF beams for the four specimens which failed due to FRP rupture (UBF-00, BDF-00, UBF-R6 and BDF-R6), consistent with the earlier observation that the FRP strains in UBF beams are larger than those in BDF beams at the ultimate state.
SHEAR INTERACTION BETWEEN FRP WRAPS AND CONCRETE
A unique benefit derived from the testing of beams with FRP wraps unbonded to the sides is that the contribution of FRP to shear resistance can be reliably estimated using the measured FRP strains. If it is assumed that the number of FRP strips intersected by the critical shear crack remains unchanged after the appearance of the critical shear crack, V frp can be calculated at each load level using Eqs (1) and (3). The maximum of the three FRP strain values recorded by the three gauges in each FRP strip was used for calculating V frp . The sum of the shear contributions of the concrete and the steel, V c +V s , can then be deduced by subtracting V frp from the applied value of shear force recorded during testing.
The V frp versus displacement curves obtained using this method are shown in Fig. 10 along with the deduced V c +V s curves. For comparison, the V c +V s curves of the corresponding control beams are also shown, which have been modified to account for the difference in concrete strength (Chen and Teng 2003a) . Figure 10 shows that corresponding to the ultimate state of the control beam (Point A in the figures), the V c +V s value of the FRP wrapped beam is always smaller than that of the corresponding control beam. This difference is likely due to inaccuracies in assessing the shear resistance contribution from the FRP V frp at low levels of shear force. Figure 11 shows the applied shear force versus the strains in the internal steel stirrups for the beams with R6 and R8 stirrups. It shows that at the ultimate load of each beam, the values of strains in the steel stirrups have reached the yielding strain (denoted by a vertical dashed line) as determined from material testing summarized in Table 2 . Therefore, at the ultimate state, V s of both the UBF and the CTL beams with identical stirrups can be regarded as the same.
Since the internal steel has yielded, from Fig. 10 it may be concluded that some adverse shear interaction between V frp and V c exists for an RC beam strengthened with FRP wraps near the ultimate state of the strengthened section. Given the large strain values corresponding to FRP rupture as shown in Table 3 , and assuming one critical shear crack, the maximum crack width at failure could be large enough to compromise several of the concrete's shear-resisting mechanisms such as dowel action, aggregate interlock, or shear friction along the shear crack. As a result, at the ultimate state, V c of an RC beam strengthened with FRP wraps is less than that of a normal RC beam.
As shown in Fig. 10 , at the ultimate state of the FRP wrapped beams, the shear resistances of the control beams V c +V s have already reached their ultimate state and are decreasing, or were not recorded due to brittle failure. There is a reduction of 22.5% for beam CTL-00 and 5.4% for beam CTL-R6. Beam CTL-R8 failed at a displacement level less than that of the corresponding FRP wrapped beam, but if a comparison is made with the calculated value of V c +V s for UBF-R8, the reduction is 2.1%. Although these values cannot be used for design, they illustrate a phenomenon which should be examined more closely in future research.
In order to prevent the loss of concrete shear contribution at high levels of loading, the strain in the FRP shear strengthening system should be kept below appropriate limits. A value of V frp for each strengthened beam corresponding to the maximum value of V c + V s for the respective control beam is shown as point A in Fig. 10 . Beyond this point, the effectiveness of the concrete in resisting shear could be reduced. Using Eqs. (1) and (4) the effective value of FRP strain was determined at this point and is shown in Table 4 . The value of effective FRP strain decreases as the amount of internal steel increases, but this is due to the concrete crushing failure mode for beams UBF-R8. The average value of effective FRP strain using this analysis is 4900 με which is slightly higher than the value of 4000 με recommended in ACI-440.2R (2008) as the maximum value of FRP strain to prevent the loss of aggregate interlock. However, it should be emphasized here that the shear capacity can significantly increase when the FRP strain increases further as shown in Fig. 10 . Therefore, this is not the strain which the authors would recommend to be used as a limit for design as this can significantly limit the potential of FRP for shear strengthening.
CONCLUSIONS
The following conclusions can be drawn from the above analysis of the test results of RC beams with full FRP wraps:
1. The beams with FRP intentionally left unbonded on the sides (UBF) provided at least the same shear contribution as the beams with side bonded FRP (BDF).
2. The FRP used in both the BDF and UBF beams reduced the ductility of the shear failure of beams. The BDF beams showed more ductility than the UBF beams, with the debonding of the FRP giving some useful warning of the impending failure.
3. The strain values in FRP showed a noticeable increase only after the appearance of the shear crack crossing the FRP wraps, before which the strains remained at a rather lower level. For the UBF beams, the FRP strain showed little variation over the height of beam during the loading process, while for the BDF beams, only those positions crossed by shear cracks had high FRP strains, and strain values decreased quickly away from the cracked positions.
4. The average maximum recorded values of FRP strain for the UBF and the BDF beams are respectively 11.3% and 28.7% lower than the values measured during flat tensile tests. This may be due to such factors as the dynamic nature of the debonding process, and out-of-plane bending and in-plane transverse bending of the FRP strips due to the relative movements between the two sides of the critical shear crack.
5. The strain distributions in the FRP along the critical shear crack had a quasi parabolic shape for the UBF and BDF beams which were heavily reinforced in flexure.
6. The UBF beams had a similar FRP strain distribution factor to but a larger maximum FRP strain than that of the BDF beams, so the FRP in the former made a greater shear contribution than in the latter. This can explain why a beam strengthened with side unbonded FRP wraps has a higher shear capacity than that strengthened with side bonded FRP wraps, if all other parameters are the same.
7. For the FRP strengthened beams, some adverse shear interaction between the shear contribution of FRP and that of the concrete was observed due to the larger crack width at the ultimate state. The value of effective FRP strain, at a point where the concrete contribution to shear strength was at its maximum in these test beams, was around 4900 με, which is slightly higher than the value recommended in ACI-440.2R (2008) . 650 (strengthened span) P S1 S2 S3 S4 S5 S6 S7 S8 S9 S10 S11 S12 S13 (a) Representative UBF specimen (UBF-R6) FRP wraps @ 5 0 2 5 2 5 650 (strengthened span) P S1 S2 S3 S4 S5 S6 S7 S8 S9 S10 S11 S12 S13 critical shear crack (b) Representative BDF specimen (BDF-R8) Stirrup yield strain Fig. 11 . Steel stirrup strain in UBF-R6 and CTL-R6
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